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ATMIRALTY SIGNAL ESTABLISHMENT

vawe mecrronie C V8|

A.

(NR59, ARF25)
Specification AD/CV1181/Issue 6. SECURITY
Dated 12.6.47. ecn. Valve
To be read in conjunction with Ki001. | Restricted Unclassified
TYPE OF VALVE:~ Output Pentode or
o Beam Tetrode. MARKING PACKING
_ CATHODE: - Indivectly heated, | 5°° K1001/ke| See.K1001/7
ENVELOFE Glass, clear
PROTOTYFE: - KT B7
See K1001/AIV/D5.3-
RATING Pin Electrode
1 No connection
Note| 5 | Control grid
3 Screen grid
4 Heater
Heater Voltage (V) | 4.0 5 Heater
6 Cathode
Heater Current (A)]| 1.5 7 | Anode
Max, Anode Voltage (V)| 250 _ DIMENSIONS
- Max. Screen Voltage (V)| 250 See K1001/AT/D1. ..
Dimension Mino Max,
Mutual Conductance (ma/V) | 10.5| A
' A mm - 132
B mm - 55
NOTE

At Va =250 ¥, Vg2 = 250 V¥, Ia = 40 mA.

ovi181/6/4.
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To be performed in addition to those applicable in K1001.

Test Conditions - Test Wn :(:x. Tégg;d
‘a See K1001/AIII. Capacitances
| Links to| Links to { Links to (P-Fl'-)
H.P. L.P. E
7 2 1535k45 i) Ca - . 6
s, | e | -
TC1,TC2.
1 2,8,9,10
T | e | - | | e
2 1’3g{*’5’ ;&?:g&;?’ (1ii) Cge | - 20 | week
Vh | Va | Vg2 v Ia
MOE®| @ | @ Yook
bl 40| - - - - Ih {A)] 1.25| 1.85| or 8
4.0 | 250250 Ad- L | vgl (V) [2.75| 6.1 | 100%
Justed 7
a| 4.0 250|250 | ad~- 40 | 1Ig2 (ma)| - | 13,0 100%
Justed ‘ or §
e|L4.0[250(250| aq- W legm (maAAN)| 7.2 | 12.6 | 100%
Justed
£f14,0]250(250| Ad-~ 40 Reverse
justed Ig (ma)| = 1.5 | 100%
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