VALVE ELECTRONIC CV|696

(PoVY 143)

G.P.0./0V1696/Issue 1

21.2.47

niunction with K 1CC1

Crest finnt s Valve
Restricted Restricted

Triode MARKING
D tl d 3
irectly heate See K1001/4
Unmetallised glass
‘B2l
‘RATING BASE
Bri 7=pi B?
Note ritish 7-pin (B7)
CONNEXTONS
Filament voltage ) 2.0 ‘
Nominal filament current (@) 0.2 Pin Electrode
Mex, anode voltege (V)] 150 1 a2
Max. anode dissipation ) 2.0 2 Gl
Optimum anode load (ohms) 12,000 5 Anode 1
‘ 4 Filament
5 Filament
6 No connection
7 Anode 2
DINENSIONS

See K1001/41/D1

Dimension Min. Max,
A (mm) - 111
B (mm) - 43

This valve type is obsolete
and this specification is
for record purposes only.




CvIeSe

To be performed in addition to those applicable in K1GOL
TEST CONDITIONS TEST LIUITS
’ NO.
vf(v) Val Va2 Vgl ng Mine liax, | Tested| Note

()| 2.0 - - - - | 1f (&) | .18 0,22 1000
)| 18] 4 | - w| - |1e (ma) 10.0 - 100
(e)| 1.8 - 40 - | 40 |1Ie (mA} 10,0 - 1C0j6
(d) 2.0 120 - | =4.8 - ] Ial (wA)Y 0.4 | 1.9 100;¢
(e)| 2.0 - 120 - | =4.5| Ia2 (wd) 0.4 |1.9 1007
(f)| 2.0 | 120 120 | =405 | =4.5 | Reverse Ig (pa)t - 1.6 1005




