GENERAL POST OFFICE: E-IN-C (W)

VALVE ELECTRONIC Cv |708

(POVT 159)

Spect i mnion:  GeP.0,/CV1708/Issue 1
Daten: - 19.3.47

o o read in conjurction with K 1C0L

STCURITY

Speci fication Valve
Restricted Restricted

. lndicates o zhange

TYFZ OF VALVE: Full wave vacuum rectifier MARKING
CATHCDE: Indirectly heated See K1001/4
INVELOFZ: Ummetallised glass
ERCTOIVEE 80
RATING BASE
' U,S.Medium 4-pin (U.S.M.4)
Note
CONNEXIONS
Heater voltage ) 5.0
Nominal heater current (&) 2.0 Pin Electrode
Max, anode voltage R.1L.S, (V) | 400 1 Heater & Cathode
¥ax, rectified current (mA) | 110 A 2 Anode 1
3 Anode 2
4 Heater
DIMENSIONS
See K1001/A1/D3
Dimension Min. ¥ax,
A (mm) - 112
B (mm) - 46
NOTE
A. beasured with 400 volts R.M.S. per anode,
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CVI708 mEsts
: To be performed in addition to those applicable in K100l
..
TEST CONDITIONS TEST LIMITS
No.
(V) Val(Dc) |ve2(DC) Min, | Max. Tested‘ Note
(a)] 5.0 - - Ih (V)| 1.85| 2.15| 100% 1
() 5.0 75 - Iel (mA) | 120.0 | 155.0 | 100% 1
(c) | 5.0 - 75 Te2 (mA)| 120.0| 155.0f 100% 1
. 550 volts R.M.S, Total rectified . I
(a) 5.0 per anode output current (ma) | 130.0| = 100% | 1,2

1., Before oomm.encin,g the tests, the valve shall be pre-heated for 1C minutes,

NOTES

the heater voltage being adjusted to 5 volts with all other electrodes
disconnected,

2.

A reservoir capacitor of 4

load resistarice of 4,000 ohms, shall be used.

This test shall be conducted in a bi-phase half-wave circuit, and its

duration shall be 15 minutes, )JF , shunted. by a




